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Advanced Rerformance
M24308/D-Sub Intermateable

The high-performance
D-Subminiature for extreme

land, air and space applications

Series 28 HiPer-D

M24308 Compatible Connectors

Improved environmental, EMI, mechanical
performance and temperature tolerance (-65!C
to +200!C) compared to standard commercial
M24308 connectors

Fits panel and PCB footprint of standard
M24308/D Sub product

Lightweight machined aluminum shells with
integrated EMI ground springs and optional
blind mate guide pins

Available in all standard and high density
contact arrangements
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#22D Contacts

Inside a Series 28 HiPer-D Connector
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M24308 Compatible Connectors
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HiPer-D Contact Arrangements: Standard Density, #'$ Contacts
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HiPer-D Contact Arrangements: High Density, #" Contacts
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Speci%cations Materials and Finishes

Current Rating #11D « AMPS, #1€ ".« AMPS Shell Aluminum alloy

Test Voltage $EEE VAC RMS CaiEEs Copper alloy, *€ microinches gold plated,
Insulation Resistance +€€€ megohms minimum stainless steel hood

Operating Temperature %9& C. to +€€& C. Insulators Thermoset epoxy

Ingress Protection 1P %" Retention Clips Copper alloy

Shock €€g. Grommet, interfacial Seal| Fluorosilicone rubber

Vibration, RandonT (g Hardware €€ series stainless steel
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